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Mixed cleaning compound drain opener

- Powerful

- Effective on debris and grease
* Non-dusting

- Contains tracing dye

- Easy to use

FEATURES AND BENEFITS

CREATES HEAT (UP TO 85. C IN 5 MINUTES) AND AGITATION
Loosens caked debris and emulsifies grease in drain lines for quick removal

SAFER ALTERNATIVE TO COMMON DECLOGGING PRODUCTS
Safer to use than acids. Will not damage PVC and cast-iron pipes

PRODUCES AN EVEN HEAT OVER AN EXTENDED TIME PERIOD
Clears away build-up farther down line than short-acting products

IDEAL FOR EMERGENCY AND PREVENTIVE TREATMENT
Regular use helps prevent loss from back-ups and downtime from frequent drain blockages
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INDUSTRIES / CLIENTS

» Schools » Storm sewers

* Office buildings

* Retail stores

* Bus stations

* Railway stations

» Gas stations

* Private clubs

* Government facilities
* Hotels and motels

» Apartment buildings
* Hospitals

AREAS OF APPLICATION

TECHNICAL SPECIFICATIONS

* Sanitary sewers
» Combined storm and sanitary sewers
» Grease traps

Clarity Opaque

Color Blue

Odor None

% Volatility by Volume 41 %

pH @ 10% 14

Specific Gravity gr/cm3 1.18

Solubility in Water Appreciable

PRECAUTIONS
» Keep out of reach of children

* For more information, consult the product label
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