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Saf-Sol

Industrial solvent

* No trichloroethylene or benzene

* Prevents bearings from clogging with
grease and dirt

* Reduces fire hazards

* Increases brush life

FEATURES AND BENEFITS

REMOVES DIRT, GREASE, OIL, MOISTURE, RESINS, AND CONTAMINANTS
High power cleans even the most heavily soiled motors

NO FLASH POINT AT BOILING (38°C)
Reduces fire hazard around sources of ignition such as sparks and engine heat

INDUCES NO MOISTURE INTO WINDINGS, LEAVES NO RESIDUE, HARMLESS TO MOST PAINTS,
INSULATIONS, RUBBERS OR PLASTICS
Will not corrode or otherwise damage objects being cleaned; needs no followup cleaning

HIGH DIELECTRIC STRENGTH OF 25,000 VOLTS
Most equipment can be cleaned without time lost for disconnecting
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Saf-Sol

» Manufacturing plants » Generators, starters and voltage regulators
* Maintenance shops * Power generators, control points, end bells
* Printers » Condensers and coils

* Automotive shops * Precision parts and watch parts

* Office buildings * Intermediate gears in water meters

* Welding and machining * Electronic components of traffic signals and
» Shops fire alarms

» Schools * Machines in food plants, bakeries, and dairies
* Hospitals * Printing presses, rollers, blankets

* Restaurants * Air condensing motors and equipment

* Elevator shafts and parts

INDUSTRIES / CLIENTS
AREAS OF APPLICATION

TECHNICAL SPECIFICATIONS

Flash Point 77° C

Water Content None

Dielectric Strength Up to 25,000 Volts

Kauri Butanol Value 25-40

Copper Corrosion <1

Kinematic Viscosity 5 centistokes maximum

Initial Boiling Point 38°C

PRECAUTIONS

Certified Laboratories

A Division of NCH India Pvt Ltd

2C/ 8 SIDCO Developed Plot

3rd Sector 3" Street-South Phase
Ambattur Industrial Estate,Chennai-600058
Phone: 044- 6515 7384 / 2625 7753

Email: support@certifiedindia.com
www.certifiedlabs.in

» Keep out of reach of children

* Never use SAFSOL on running DC motors

* Do not start DC motors until all products is blown
out and the motor is dry.

* For more information, consult the product label
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